
ELECTRICAL
FREQUENCY (MHz):
IMPEDANCE:
INSERTION LOSS (dB):

698 - 4200
50 Ω
3.3 MAX (ABOVE -13.80 dB SPLIT)

AMPLITUDE BALANCE (dB): 0.9 MAX
ISOLATION (dB): 20 MIN
VSWR (PORT S): 1.50:1 MAX
VSWR (PORT 1-24): 1.25:1 MAX
RF POWER RATING (WATTS)
      AS SPLITTER1: 50
      AS COMBINER2: 1.0

1) ALL OUTPUT PORTS MUST TERMINATE 50 OHM (LOAD VSWR 1.20:1 OR BETTER).
2) AS COMBINER OF NON-COHERENT SIGNALS, MAX INPUT POWER PER PORT.

MECHANICAL
CONNECTORS: SMA JACK

BRASS, TRI-ALLOY PLATE
CONTACT PINS: BERYLLIUM COPPPER, GOLD PLATE
HOUSING: ALUMINUM, CHEMICAL FILM
INSULATOR: PTFE, ELECTRICAL GRADE
RACK PANEL: ALUMINUM, CHEMICAL FILM
TEMPERATURE: -55°C TO +85°C
WEIGHT: 3.4 KG [7.5 LBS]
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      power splitter/combiner model 24S742 combines 2x 12-way splitters/combiners with a matched 2-way
using a rigid, low-loss connection in a 2U rack panel.  Open panel design enables easy access from all sides.  Model
24S742 can be installed with other components in any of our 2U-5U rack panels.  By design, Advanced RF components
and panel assemblies are uniquely compatible and interchangeable, giving our customers unlimited configuration options
- mix and match our adapters, splitters and connectors for your application.  Call 984-409-0029 today and speak with a
sales engineer.

1/2

APPLICATIONS
• 5G C-BAND • DAS

• LTE • PCS/DCS/UMTS

• UWB • GSM

• WiMAX • AND MORE

SPLITTER/COMBINER MODEL     24S742
24-WAY, 0°, 698-4200 MHz

FEATURES
• FITS IN A 2U RACK SPACE

• LOW INSERTION LOSS, 1.5 dB AVG

• HIGH ISOLATION, >25 dB AVG

• SMA(F) INPUT AND 24X SMA(F) OUTPUT PORTS

https://advanced-rf.com/buy/50-ohm/rf-splitter-combiner-divider/24-way/sma-connector-sma-connector/698-4200MHz/24S742/
https://advanced-rf.com/buy/50-ohm/rf-splitter-combiner-divider/24-way/sma-connector-sma-connector/698-4200MHz/24S742/
https://www.advanced-rf.com
https://advanced-rf.com/contact.php
https://advanced-rf.com/products.php?c=rck


DIMENSIONS:   INCH [MM]
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SMA JACK, 25X

APPLICATIONS
• 5G C-BAND • DAS

• LTE • PCS/DCS/UMTS

• UWB • GSM

• WiMAX • AND MORE

SPLITTER/COMBINER                                    MODEL     24S742
24-WAY, 0°, 698-4200 MHz

FEATURES
• FITS IN A 2U RACK SPACE

• LOW INSERTION LOSS, 1.5 dB AVG

• HIGH ISOLATION, >25 dB AVG

• SMA(F) INPUT AND 24X SMA(F) OUTPUT PORTS
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2.25 [57.2]

https://advanced-rf.com/buy/50-ohm/rf-splitter-combiner-divider/24-way/sma-connector-sma-connector/698-4200MHz/24S742/
https://www.advanced-rf.com
https://advanced-rf.com/products.php
https://advanced-rf.com/contact.php
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